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AOT - Sucker Rods Grade Information

ROD SELECTION GUIDE

Type 30 Steel Series Type 40 Steel Series

AH Grade API Grade
AISIC-1536-M AlS] A-4621-M
c Carbon K Mickel-Chromium-Malybdenum Alloy Steel
For Shallow -to-Medium Depth Wells Far Shallow-to-Medium Depth Wells
Mot suited for Progressing Cavity Pump Suited for some Progressing Cavity Pump
(FCP) applications (FCP) applications
Type 54 Steel Series Type 75 Steel Series
APl Grade APl Grade
AlSI G-1541 M AlS! A-4330-M
D Garbon Stesl D Nickel- Chromium-Molybdenum Alloy Stesl
Carbon For any depth not exceeding the maximurm Special For any depth not exceeding the maximurm
dllowable stress ratim allovable stress rating
Suited for some Progressing Cavity Pump Suited for Progressing Cavity Purmp
(PCP) applications (FCP) applications
Type 78 Steel Series Type 90 Steel Series
APl Grade APl Grade
AISIA-4142-M AISIA-4320-M
D Chramium-Molybdenum Alloy Stesl D Nickel-C hromium-Molybdenum Alloy Stes!
Alloy For any depth not exceading the maximurm Special For ary depth not exceeding the maximum
allowable stress ating allowable stress rating
Suited for Progressing Cavity Purmp Suited for some Frogressing Cavity Pump
(PCF) applications (FCF) applications
Type 96 Steel Series Type 97 Steel Series
. AlS| A-4138-M : AlS] A 4330-M
Spasial Chromium-Mdlybdenum Alloy Stesl Spacial Nickel-Chromiurm-Molybdenum Alloy Steel
Service Service
High Strength High Strength
For ary depth not exceeding the maximum For arny depth not exceeding the maximum
allowable stress rating allowable stress rating
Suited for some Progressing Cavity Punp Suited for some Frogressing Cavity Pump
(FCF) applications (FCF) applications
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